
LOT LINE EXTENDED TO ROAD.

ENCROACH INTO AREA OF NEIGHBORING

DRIVEWAY APPROACH TAPER SHALL NOT

4" CONCRETE SIDEWALK

50' MAX. SPAC.

EXPANSION JOINT

5' SPAC.

CONTRACTION JOINT 

PROPERTY LINE

ƒ" PER 12" MAX.

…"  PER 12" MAX.

‚" PER 12" STD.

4' MIN. 12' MIN.

TYPE I

SIDEWALK RAMP

M.D.O.T.

TO CURB

SLAB ADJACENT

SIDEWALKS, FIRST

6" CONCRETE

4" MOUNTABLE CURB

1" x 6" EXP. JT.

6" CONCRETE DRIVEWAY APPROACH

6" CONCRETE SIDEWALK

   MAX.

1" PER 12"

THE WIDTH

SLAB SHALL NOT EXCEED 2 TIMES

100 SQ. FT.  THE LENGTH OF EACH

INTO AREAS NOT GREATER THAN

2" DEEP MIN. DIVIDE APPROACH

CONTRACTION JOINT (TYP.)

A
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B

B

3'3' 5
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1
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•" x 6" EXP. JT.

PLAN

SECTION  A - A

SECTION  B - B
DETAIL  A

CITY OF TROY

ENGINEERING DEPT.

DETAILS

DRIVEWAY APPROACH

SIDEWALK AND

SIDEWALKS AND DRIVEWAY APPROACHES ON RESIDENTIAL STREETS

4" MOUNTABLE CURB

7" CONC. PAV'T WITH

1"x6" EXP. JT.

•" x 6" EXP. JT.

6" CONCRETE SIDEWALK

6" CONCRETE DRIVEWAY APPROACH 2" COMPACTED SAND

PRIVATE DRIVEWAY

4" CONCRETE SIDEWALK

2" COMPACTED SAND

•" x 4" EXP. JT.

6" CONCRETE SIDEWALK RAMP

1" PER 12" MAX. SLOPE

1" EXP. JT.

4" CONCRETE SIDEWALK RAMP

SEE DETAIL A

4
"

•
"

6" CONC. SIDEWALK RAMP

CONC. PAV'T

8% MAX. SLOPE (6% Prefer
red)

JT.

•" x 4" EXP. 

SIDEWALK RAMP

DROP CURB TO•" FOR

4" MOUNTABLE CURB

7" CONC. PAV'T WITH

AT STREET

3" HIGH

ROLL CURB, 

N.T.S.
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PROP. 12" C.M.P.

TYPICAL CULVERT REPLACEMENT

2 FT. TYP.

1'1'

CLASS A SOD

4"-TOPSOIL AND 

FROM 4" HIGH TO •" HIGH

CURB TRANSITION, DROP

N.T.S.

(For corner lot) and Curb type

  for sidewalk ramp

drop to •" high

. Sidewalk ramp Detail with the Curb transition 

. Location of 6" approach

. Locations of 4" concrete and 6" concrete

. Locations of expansion and contraction joint.

corner irons

. Property line by locating existing lot 

The following information should be provided.

24" DEEP DETECTABLE 

WARNING (SEE NOTES 

TYPICAL

DETECTABLE WARNING INSTALLATION NOTE

LINE

PROPERTY

END SECTION (TYP.)

12" CORRUGATED METAL
LIMESTONE

COMPACTED 21 AA 

PAVEMENT

PROPOSED DRIVEWAY

CLASS A SOD

4"-TOPSOIL AND 

END SECTION (TYP.)

12" CORRUGATED METAL

CROSS SECTION

BITUMINOUS APPROACH

AGGREGATE 

6" - 21 AA

MIX No. 1100 T (36B) 

4" (2 - LIFTS) BITUMINOUS

248-449-4944

Ace Cutting -ADA Solutions

313-832-5050

Tile

Boomer Construction Materials - Armor 

A sampling of known suppliers 

Notation 10R 3/6)

Color: Brick Red (Munsell Color 

Product: Surface Mount

ADA Solutions:

20109(special order color

Color: Colonial Red (CR) Federal No. 

ADA-S-2460-CR,

ADA-S-2436-CR, ADA-S-2448 CR or 

Product: ADA-S-2424-CR, 

:  Armor Tile Tactile Systems

Surface Applied (Retrofit)

Directoror City Engineer

written approval of the Public Works 

place is not possible, with 

surfaces may be used where cast-in 

Surface applied detectable warning 

Notation 10R 3/6)

Color: Brick Red (Munsell Color 

Tactile 

Product: Cast-in Place Composite 

:ADA Solutions

20109 (special order color).

Color: Colonial Red (CR) Federal No. 

ADA-C-2460-CR,

ADA-C-2436-CR, ADA-C-2448-CR or 

Product No. ADA-C-2424-CR, 

: Armor Tile Tactile Systems

Cast-In-Place (New Construction):

sidewalk ramp locations as required.

surfaces shall be used on all new 

Cast-in-place detectable warning 

available upon request).

Ramp Detail Standard Plan (copies 

meet the current MDOT Sidewalk 

by certified individuals and shall

detectable warning surfaces shall be 

by ADA Solutions Inc. Installations or 

Inc., or ADA Solutions as manufactured 

manufactured by Engineered Plastics, 

Armor Tile Tactile systems as 

Detectable warning areas shall be 

Frontage

of Parcel

MAX.= 45%
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